24" MAXIMUM HEIGHT
FOR UNREINFORCED
VERTICAL WALL*

6” HIGH BY 8" DEEP
EPH COVENTRY® UNIT

N

12 INCHES OF FREE—™—— |
DRAINING AGGREGATE

@F

FILTER FABRIC BEHIND
DRAINAGE AGGREGATE

COMPACTED AGGREGATE
LEVELING PAD (6" DEEP AND 6”
BEYOND BLOCK)

\RETAINED SoIL

4” DIAMETER SLOTTED POLYETHYLENE
DRAINAGE PIPE — OUTLET TO DAYLIGHT
40" ON CENTER

SUITABLE DENSE SUBGRADE

(NON—-BATTERED APPLICATION)

*ASSUMES IDEAL CONDITIONS.

36" MAXIMUM HEIGHT
FOR UNREINFORCED
BATTERED WALL*

RN

FILTER FABRIC BEHIND
DRAINAGE AGGREGATE

-

6" HIGH BY 8" DEEP
EPH COVENTRY® UNIT

(1/2” BATTER)

T

12 INCHES OF FREE
DRAINING AGGREGATE

4" DIAMETER SLOTTED
POLYETHYLENE

DRAINAGE PIPE — OUTLET TO
DAYLIGHT 40’ ON CENTER

—

Z

’ \RETAINED solL
7

i
\ be
SUITABLE DENSE SUBGRADE

COMPACTED AGGREGATE

LEVELING PAD (6" DEEP AND

6" BEYOND BLOCK)

*ASSUMES IDEAL CONDITIONS. (BATTERED APPLICATION)
201 Park Ave. TITLE:

P.O. Box 615
Woodbury, NJ 08096

EP HENRY 6" COVENTRY®WALL
TYPICAL GRAVITY SECTIONS

€P HENRY

EXCELLENCE SINCE 1903

(856)-845-6200
(856)-845-0023

SCALE:
NOT TO SCALE




